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Congratulations on your new
EZ Air Ride ELITE system!

First, using EZ Tite, thread the 1/4”
to 1/2” fittings into the Intake port on
each side of the Accuair manifold.

Next, use your tube cutter to make 
2 strips of 1/2” air line 2.5” in 
length.

Connect your 1/2” strip of air line 
to the intake on each side of the 
manifold, then to a 1/2” swivel 
elbow fitting. (this plugs into the tank)

On the bottom side of the manifold
thread in your last (4) 1/4”x1/2”
fittings. These will supply air to
your bags. (don’t forget the EZ Tite) 

Next, thread in the (4) 1/4” fittings
into the top of your manifold. These
will plug into your gauges. They will
monitor air pressure for each bag.

Make sure each fitting is nice and 
tight. EZ Tite will help to prevent 
leaks and ensure a tight seal.

Once your manifold is plumbed with 
the proper fittings, mount it to the 
EZ Air Ride exclusive manifold tank 
bracket.

Line up the holes on the pre-drilled
bracket to the manifold and 
connect them using the supplied 
hardware with the nuts facing out.



Cut (4) more strips of 1/2” air line 
2.5” in length.

Use the (4) 1/2” elbow fittings and 
connect the strips of air line to the 
1/4”x1/2” fittings on the bottom of
the manifold.

Adjust each elbow fitting so they all
face through the the manifold 
bracket. This allows for easier
and cleaner plumbing.

Now, connect the 1/2” elbow fittings 
you previously plugged into the 
intake, to each port on the front of
the air tank. 

Make sure each fitting is nice and 
tight. EZ Tite will help to prevent 
leaks and ensure a tight seal.

Optional: 
Peel and stick the manifold 
bracket to the desired spot in your 
trunk. This can help with vibration.

Through the back side of your 
manifold bracket, run 1/2” air line 
from the bag fittings to each air 
bag.

Next, run 1/4” air line from each 
fitting at the top of your manifold to 
the back of each gauge.

Note: Each number on the manifold will 
correspond to your desired corner of the
vehicle.





First, remove front coil springs. Bolt the front-top cup 
to the air bag and thread in the straight fitting.
Note: EZ Tite will help seal and prevent leaks. 

Screw the supplied all thread into the bracket. Slide 
the cup into the front-upper spring pocket. Put the all 
thread through the shock tower and hold it in place 
using the supplied washer and nut. Run air line from 
the bag going through the shock tower and into the 
appropriate valve.

Bolt the bottom bracket to the air bag. This bracket 
has been designed to sit nicely in place on your
lower A Arm.

Slide the lower bracket into the shock hole on the 
lower A Arm.
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EZ Air Ride
Single 444c
Wiring Diagram

Ground Wire – The ground lead on the compressor should not be extended (if possible). Always connect ground 
leads directly to
the chassis (frame) of the vehicle. Any other grounding method may result in amp spikes that may damage the 
compressor motor,
as well as sporadic & undesired operation.

Wire Type - Fine stranded copper wire is the item of choice (more strands in the wire result in a better, more flexi-
ble, cable). The
insulation should be approved for automotive applications. This means that the wire is relatively immune to the 
adverse effects of
petroleum products (gas, diesel, oil, brake fluid, radiator coolant, etc.).

Relays –Always install relays as close to the battery as possible. Relays also help to increase the life expectancy 
of pressure switches in the system.


